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NEW PAVING SURFACE

PAY LIMITS

SAW CUT EXISTING PAVEMENT AND
BASE MATERIAL OR REMOVE
SIDEWALK (SEE NOTE 7 AND 8)

EXISTING ASPHALT OR CONCRETE
PAVEMENT (SEE NOTE 13)

NEW PAVEMENT DEPT
(SEE NOTE 13)

UTILITY

24" MAX LINE

24" MAX

18" MAX oD,

18" MAX |

PRIME OR TACK

NEW BASE MATERIAL
(SEE NOTE 11)

'/ EXISTING BASE MATERIAL

= 6"(MIN.)
6"(MIN.)

12" WIDE (MIN.) MAGNETIC TAPE
CENTERED ON UTILITY IN TRENCH A
MINIMUM OF 18" BELOW FINISHED
GRADE

%

INSTALL TRACER WIRE 14 GAUGE

<
W COAT
2 SECONDARY BACKFILL —jT[H
w (SEE NOTE 5,6) Wg#
L
] oD
p
(MIN.)

UTILITY LINE
O.D.

CENTER UTILITY LINE IN TRENCH

¢

INITIAL BACKFILL
(SEE NOTE 3)

g
(MIN.)

éi

NOTE:

UTILITY LINE ONLY SHOWN AS
PIPE FOR CLARITY, BUT CAN BE
CONDUIT, DUCTBANK, ETC. AS
APPLICABLE.

NOTES:

TRENCH

/

UNDISTURBED EARTH
(NATURAL GROUND)

BEDDING ZONE
(SEE NOTE 3)

UTILITY LINE O.D. PLUS 6" MINIMUM ON EACH SIDE.
UTILITY LINE O.D. PLUS 12" MAXIMUM ON EACH SIDE.

ELEVATION

1. INITIAL BACKFILL SHALL BE COMPACTED TO 98% PER TXDOT STANDARD TEX-113-E.

2. INITIAL MATERIAL PLACED TO REQUIRED HEIGHT IN 6 INCH LIFTS UP TO 6 INCHES ABOVE THE UTILITY.

3. INITIAL BACKFILL FOR UTILITY SHALL BE PIT SILICA SAND OR AS DIRECTED.

4. MINIMUM DEPTH OF COVER FOR THE UTILITY SHALL BE AS SPECIFIED ON THE PLANS OR AS DIRECTED.

5. WHEN WORK IS PART OF A ROADWAY RECONSTRUCTION OR PROPOSED ROADWAY PROJECT, SECONDARY BACKFILL
SHALL GENERALLY CONSIST OF MATERIALS REMOVED FROM TRENCH, IF SUITABLE, AS APPROVED BY THE CUC PUBLIC
WORKS DEPARTMENT. MATERIAL MUST BE FREE OF BRUSH, DEBRIS, AND TRASH. NO ROCKS 3 INCHES OR LARGER.

6. WHEN WORK ONLY INVOLVES UTILITY IMPROVEMENTS OR REPAIR, AND IS NOT PART OF A ROADWAY RECONSTRUCTION

OR PROPOSED ROADWAY PROJECT, FLOWABLE FILL IS REQUIRED.

7. THE EXISTING PAVING SURFACE SHALL BE SAWCUT IN A STRAIGHT LINE, A MINIMUM OF 12 INCHES WIDER THAN THE
UNDISTURBED SIDES OF THE TRENCH, SYMMETRICAL ABOUT THE CENTER LINE OF THE EXCAVATION.

8. ANY CONCRETE PAVING SHALL BE CUT 6 INCHES WIDER THAN UNDISTURBED SIDES OF EXCAVATION.

9. SIDEWALKS SHALL BE REMOVED ACROSS ITS ENTIRE WIDTH.

10. IF EXCAVATION AREA IS OPEN FOR TEMPORARY PUBLIC USE, THE SURFACE SHALL BE MAINTAINED LEVEL WITH ADJACENT
RIDING SURFACE WITH COLD MIX OR TEMPORARY HOT MIX ASPHALTIC CONCRETE.

11.ROAD BASE AND SURFACE MATERIALS IN THE TRENCH CUT SHALL BE REPLACED IN KIND, OF EQUAL THICKNESS.

12. ALL DAMAGED AREAS OF PAVEMENT OUTSIDE THE TRENCH CUT SHALL BE REMOVED AND REPLACED WITH MINIMUM OF 8

INCHES OF BASE OR MATCH EXISTING, WH

ICHEVER IS GREATER.

13. ASPHALTIC OR CONCRETE PAVEMENT (MATCH EXISTING PAVEMENT TYPE) CONCRETE PAVEMENT TO MATCH EXISTING
THICKNESS AND REINFORCING SURFACE PAVEMENT SHALL BE A MINIMUM OF 2-INCHES, WHICH EVER IS GREATER

14.RESTORE SURFACE TO ORIGINAL OR BETTER CONDITION.

CITY OF UNIVERSAL CITY

DEPARTMENT OF PUBLIC WORKS

ADOPTED 11/04/18
REVISED 11/10/18

UTILITY TRENCH REPAIR DETAIL FOR
ROADWAY AND ALLEY CROSSINGS

STANDARD NO.
DET-900-01

THE ARCHITECT/ENGINEER ASSUMES RESPONSIBILITY FOR APPROPRIATE USE OF THIS STANDARD.

UNIVERSAL CITY]

Sateway to Randolph AFB

RECORD COPY SIGNED BY RANDY LUENSMANN, PUBLIC WORKS DIRECTOR.
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